
Key Feature
• Die-cast aluminium heat-sink

• IK10 PC lens
• Suitable for wet locations IP65 Rated
• High ef  > 150Lm/W 
• Beam angle 120° 
• Suspension loop and 8.5 ft power cord (SKU#101353)
• Suspension loop and 10 ft power cord 
  (SKU#101354 & 101355)
0-10V Dimming

• Optional Accessories: 
           • Reflectors
           • Rotatable Bracket, 
           • Microwave Sensor
           • Programmable Controller 

• Lifespan >50000 hours

Wiring Diagram

Dimension

LED Highbay UFO Pro-Series

SKU#101353
101354
101355

Unit: mm

01353)

Optional Motion Sensor 
Plug in

• Surge Protection: 6KV

• 
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Polycarbonate Reflector (Clear Len)
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LED Highbay UFO Pro-Series
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A.Ceiling mount 

   into the driver hole.
4.Connect the wire according
   to wiring diagram.

Loop

Driver
L: Black

Ground: Green
N: White

3.Hang the fixture.2.Hang the jack chain on
   the Loop of fixture

B.Wall mount 

1.The bracket fixing plate
is screwed to the lamp. 4.Adjust the proper angle of lamp,

tighten the nut and connect
according to the corresponding
wire.
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3.Install the lamp bracket on
the prearranged wall screws
and tighten the nuts.

Driver

Bracket

2.Screw the bracket onto the
   bracket fixing plate.

(*Jack Chain and bracket are not included.)

Aluminum Reflector Rotatable Bracket

Microwave Sensor Programmable Controller 

- motion sensor
- programmable dimming 
10%/30%/50%


